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Section 042510 – UNIT “Masonry Staining” 

 
Part 1 – General 

 

1.1 Section Includes 

A.  This section includes brush-applied Proven Masonry Stain applied to porous surfaces 

including the following: 

 1.  Clay Masonry Units 

 2.  Block 

 3.  Manufactured Stone 

 4.  Natural Stone 

 5.  Mortar 

 6.  Pre-cast Concrete 

 

1.2 Related Sections 

A. Related Sections include the following: 

1. Division 4 Section “Masonry Restoration and Cleaning” 

a. Unit Masonry Section 04-20-00 

 

1.3 Submittals 

A. Product Data:  For each type of stain indicated: 

1. Manufacturer’s Information:  Manufacturer’s technical information, and if 

needed, instructions for handling and storing masonry stain.  

B. Qualification Data:  For Applicator 

C. Benchmark Samples (mockups):  Provide up to five (5) color enhanced loose units 

that represent the over-all color range to determine closest approved sample matching 

to existing masonry.  A field sample can be created on a 10 sq. ft. area to be 

determined by the owner or the architect on the actual surface of the building to be 

stained. 

D. Submit 10 jobs over 15 years 

a. The date on which the work was completed  

b. The precise location of the job including description of the structure or 

portion of the structure stained, street address, city, state and zip code 

c. Name of Product used 

d. Before and After Pictures 

 

1.4 Quality Assurance 

A.  Manufacturer’s Qualifications:  Minimum 20 years’ experience and successful in-

service performance in applying a Ceramic Based Proven Masonry Stain. 

B. Applicator Qualifications:  A firm experienced in applying a Ceramic Based Proven 

Masonry Stain, design and extent to those indicated for this project.  Whose company 

has resulted in applications with a record of successful in-service performance that 

exceeds 20 years. 

 

1.5 Project Conditions 

A. Temperature Limitations:  Apply Stains only when temperatures of surfaces to be 

     stained and the surrounding air are between 45 degrees F (7 degrees C) and 100  

     degrees F (32 degrees C).    

B. Weather Limitations:  Do not apply stain in snow, rain, dense fog or mist; when the 

relative humidity exceeds 95%, also do not apply to damp or wet surfaces. 



1. Allow wet surfaces to dry thoroughly and attain temperature and conditions 

specified before starting or continuing with application. 

 

Part 2 – Products 

 

2.1 Manufacturer 

A.  Masonry Cosmetics, Inc. 1625 Miami St, South Bend, IN 46613.  Toll free:  888-698 

-8705, Tel: 574-234-1812, Fax: 574-234-2240, info@masonrycosmetics.com 

 masonrycosmetics.com, architecturalmasonrystaining.com  

 B.   Substitutions:  Not permitted. 

 

2.2 Installer 

A.  Installer’s Name 

1. Masonry Cosmetics, Inc. 1625 Miami St, South Bend, IN 46613.   

Tel: 574-234-1812, Fax: 574-234-2240, masonrycosmetics.com 

2. Other approved masonry staining contractor that uses an Ceramic Based 

Proven Masonry Stain. 

 

2.3  Unit Masonry Stain Materials, General 

 A.  Materials: (basis of design): Ceramic based stain shall contain a colored “talcum 

                  powder” consistency (80-100 mesh) pigment, identical to natural pigments used in  

        brick manufacturing, a proprietary bonding chemical and water.  The water shall  

      act as a carrying agent to feed the pigment and bonding chemical into the  

      pore structure of the masonry units.  The bonding chemical changes from a liquid to 

      a solid state during and after the drying process. 

B. Materials once applied should not leave a visible gloss, sheen or film on masonry 

 unit. 

C. VOC Content is to be very low and have an estimated maximum value of 0.01 g/g. 

 

2.4       Products Not Permitted for Use: 

A. Water repellent masonry stains 

B.  Acrylic paint or stains with Acrylic in it 

C.  Hydrous, multiple polymer formulations of resin solids 

D.  Semi-transparent stains 

E.  Opaque Stains 

F.  Sealers 

 

Part 3 – Execution 

 

3.1 Preparation 

A.  General: Remove hardware, machined surfaces, lighting fixtures and similar items 

      already installed that are not being stained.  If removal is impractical or impossible  

      because of size and weight of the item, provide surface- applied protection before  

      surface preparation and staining. 

1. After completing staining operations, reinstall items removed using workers 

skilled in trades involved. 

B. Surface Preparation:  Clean and prepare surfaces to be stained according to 

manufacturer’s written instructions for each particular substrate condition and as 

specified. 

1. Remove surface dirt, oil or grease by washing with a detergent solution 

recommended by masonry manufacturer; rinse thoroughly with clean water 

and allow to dry. 

mailto:info@masonrycosmetics.com


2. Walls will need to be free of any acid or cleaning solution residue prior to any 

staining.  Keeping the PH level on the wall as close to neutral as possible. 

3. Ensure structurally sound surfaces that are dry, clean and free of the 

following:  dirt, moisture, loose particles, oil, grease, asphalt, tar, paint, wax, 

rust, waterproofing, curing and parting compounds and other foreign matter.  

 

3.2 Application 

A.  Mixing:  Mix and prepare stains according to the manufacturer’s written instructions. 

     Stir stain thoroughly before applying and frequently during application to maintain  

     color consistency. 

1. Maintain containers used in mixing and application in a clean condition, free of  

     foreign materials and residue.   

2.  Stir mixture before application to insure all materials stay suspended. Stir as 

     required during application. 

C. Minimum Application Rate:  Apply stain to manufacturer’s recommended required 

rate, measured by bricks stained per brush, to ensure proper penetration. Apply 

aqueous slurry (Proven Masonry Stain) with brush individually to each masonry unit, 

maintaining the integrity of the mortar (by artistic means). 

1.   Do not apply stain on surfaces that are not sufficiently dry. 

      If succeeding application is needed, ensure that the surface is dry before 

      re-applying. 

2.  Apply all stain with a 100% polyester brush by hand to provide a uniform 

blending of color to the masonry wall. 

3. No spraying or rolling of materials allowed.                            

                           

3.3 Field Quality Control 

A.  Architect/Owner shall review and approve “artistic” application of stain by 

      Contractor in a test area, mock-up panel or loose samples, and as accepted for  

                  approved benchmark samples. 

 

3.4 Cleaning 

A.  Cleanup:  At the end of each work day, remove empty cans, rags, rubbish and  

      other discarded materials from the project site. 

1. After completing staining, clean window glass and other surfaces.  Remove 

splattered stain by proper methods without scratching or damaging adjacent 

finished surfaces. 

2. Dispose of excess materials according to state, federal and local governmental 

regulations. 

 

3.5 Protection 

A.  Protect work of other trades as necessary, whether being stained or not,  

                  against damage from staining.  Correct damage by cleaning, repairing and  

      re-staining as approved by architect. 

 

 

End of Section 042510  

  



PRODUCT INFORMATION SHEET 

Masonry Cosmetic’s 
Pigment Concentrate 

masonry staining product 

PRODUCT DESCRIPTON: 

Masonry Cosmetics Inc’s Pigment 
Concentrate is a unique and 
proprietary stain that consists of 
mineral oxides that absorb into the 
pore structure of most masonry 
surfaces and then bonds with the 
surface , resulting in a 
transformation of the appearance of 
the masonry surface to another 
shade of color without sealing the 
surface or leaving a shine. 

USAGE: 

Brick   
Mortar  
Block  
Cast Stone 
Manufactured  Stone 
Natural Stone 
Limestone 
Concrete Pavers 

APPLICATION: 

General Applications Instructions: 

Surfaces must be: 

 “clean” - properly washed down

and PH neutralized

 “dry” - fully cured

 “warm” - at a minimum 

temperature of 40
o
 F or higher 

APPLICATION: 

1. Remove any coatings or

substances that may prevent

penetration of the pigment (e.g.

sealers, dirt, surface oil, tar, paint)

2. Create a formula of color and add

water.  Stain a small test area and

adjust colors as needed.

3. Apply with a brush

4. Wipe any run down with damp

cloth

5. Complete drying is critical for the

chemical bonding process to

occur.

6. Additional applications can be

added if needed to reach desired

color.

STORAGE & HANDLING: 

Store pigment in cool dry area.  

3210 Sugar Maple Business Court South 
Bend IN  46628.(888) 698-8705 Fax:  (574)

234-2240 www.masonrycosmetics.com

info@masonrycosmetics.com

FOR ALL SURFACES: 

Create a test area by following the 

General Application Instructions.  

Additional coats can be applied if 

needed. 

For Porous Surfaces: 

Pigment will absorb quickly and drying 

time may vary between 5 and 10 

minutes depending on outside 

temperature.  

For Smooth Surfaces: 

Pigment will not absorb as quickly and 

drying time may vary between 15 

minutes and 2 hours depending on 

outside temperature.   

Cold Weather Application 

DO NOT apply pigment below 40
o
  F 

or if the temperature is expected to 

drop below 32
o
 within a 24-hour 

period.  Do not apply if the surface 

temperature is below 40
o
 F. 

WARRANTY 

Masonry Cosmetics Inc. warrants its 

unique and proprietary products to be 

of the highest quality that will not peel, 

fade, crack, blister or seal the surface.  

Since application of the product is 

crucial and beyond the control of 

Masonry Cosmetics Inc., no warranty 

will be made on self- application. A 

refund of the purchase price or 

replacement of product constitutes the 

limit of our liability. If we apply 

pigments, a Lifetime Warranty will be 

given on most projects (mortar not 

included). 

MAINTENANCE & CLEANING 

No Maintenance is needed.  Any cleaning 

chemical should be limited to water and no 

pressure washing should be allowed. 

DISPOSAL: 

Dilute with water and  dispose of away 

from concrete or asphalt to avoid staining 

surfaces.  Continue to rinse with water until 

cup and brush runs clear.  (Our products 

are environmentally friendly.) 

Caution:  Avoid contact with eyes.  In 

case of contact, flush with plenty of wa-

ter.  In case of persistent irritation, con-

tact a physician. 
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SAFETY DATA SHEET                                         
  

Masonry Cosmetics’ Pigment Concentrates             
 

1. Identification 

 

(a) Product identifier used on the label;   Masonry Cosmetics’ Pigment Concentrates 

(b) Other means of identification;  none 

(c) Recommended use of the chemical and restrictions on use;   Use as a colorant.   

No other uses are known. 

(d) Name, address, and telephone number of the chemical manufacturer, importer, or other responsible  

      party;  

Masonry Cosmetics, Inc. 

3210 Sugar Maple Business Ct. 

South Bend, IN  46628 

888-698-8705 

(e) Emergency phone number:   574-876-3861 

  

2. Hazard(s) identification 

 

(a) Classification of the chemical in accordance with paragraph (d) of §1910.1200;  

The chemical is not classified as a physical, health, or environmental hazard. 

The chemical does not constitute an OSHA defined hazard.     

(b) Signal word, hazard statement(s), symbol(s) and precautionary statement(s) in accordance with  

      paragraph (f) of §1910.1200.  

Signal Word:    Not assigned 

Hazard Statement(s)   Not assigned 

Hazard Symbol:   None 

 Precautionary statement(s) Not assigned 

Other hazards:   None 

 Substance(s) formed under the conditions of use:   Not applicable. 

 

3. Composition/information on ingredients  

 
(a) Chemical name:      CAS number and other unique identifiers: 

 Copper Chromite Black Spinel  68186-91-4* 

 Synthetic Iron Oxide Red  1309-37-1, S130, S120 

 Mineral Oxide, Mineral   1309-37-1, 1333-86-4 

 Oxide-Carbon Blend   01-4808-60-7 

 Cobalt Aluminate Blue Spinel  1345-16-0 

 Nickel Antimony Titanium  8007-18-9 

(b) Common name and synonyms:    inorganic iron oxide 

(d) Impurities and stabilizing additives which are themselves classified and which contribute to the  

      classification of the substance:  None 
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4. First-aid measures  

 
Inhalation:  Remove to fresh air and keep at rest in a position comfortable for 

                          breathing.  Call a physician if symptoms develop or persist. 

Skin contact:   Wash the skin thoroughly with warm water. Get medical attention if 

irritation develops or persists. 

Eye contact  Immediately flush with warm water.  After initial flushing, remove any  

   contact lenses and continue flushing with water for at least 15 minutes.  

   Get medical attention if irritation persists. 

Ingestion:  Clean mouth with water.  Never give anything by mouth to an  

   unconscious person.  If swallowed, do NOT induce vomiting.  Give  

   several glasses of water to dilute contents of stomach and call a physician,  

   if symptoms persist. 

Most important symptoms/effects, acute and delayed: 

  Contact with eyes may cause irritation. Inhalation of dusts may cause 

respiratory irritation. Contact with skin may cause irritation. 

General Information: The type of protective equipment (if any) must be selected according to  

   the concentration and amount of the dangerous substance at the specific  

   workplace. If you feel unwell, seek medical advice (show the label where 

possible). Show this safety data sheet to the doctor in attendance. No 

special protective equipment required. 

 

5. Fire-fighting measures  

 
(a) Suitable (and unsuitable) extinguishing media:  All standard fire-fighting media are suitable. 

(b) Specific hazards arising from the chemical (e.g., nature of any hazardous combustion products):  None 

     are known. 

(c) Special protective equipment and precautions for fire-fighters: Use protective equipment appropriate  

     for surrounding materials. 

This product is not flammable and is not a fire hazard. 

 

6. Accidental release measures  

 

(a) Personal precautions, protective equipment, and emergency procedures: Avoid contact with eyes and 

inhaling dust.  Wear suitable protective clothing. Avoid dust formation. 

(b) Methods and materials for containment and cleaning up: Sweep up and collect in suitable containers 

for recover or disposal.  Flush area with water.   

Do not discharge into drains, water courses or onto the ground. 

 

7. Handling and storage  

 

(a) Precautions for safe handling:  Avoid generation of dust.  

   Provide adequate ventilation where and when dust can be generated.  

   When using, do not eat, drink or smoke. 

   Wash hands thoroughly after handling. 

(b) Conditions for safe storage, including any incompatibilities:  

   Keep container tightly closed, dry and at room temperature.   

   Keep containers properly labeled. 
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8. Exposure controls/personal protection  

 

(a) Occupational exposure limits 

 US. OSHA TABLE Z-1 LIMITS FOR AIR CONTAMINANTS (29 CFR 1910.1000) 

 Metals     Type Value  Percent Form 

 Chromium (III) & Compounds PEL 1 mg/m3 40-50%  (as Cr)  

 Copper dusts & mists   PEL 1 mg/m3 25-33%  (as Cu) Dust and mist. 

      0.1 mg/m3 25-33%  (as Cu) Fume. 

 US. ACGIH THRESHOLD LIMIT VALUES 

 Metals     Type Value  Percent Form 

 Chromium (III) & compounds  TWA 0.5 mg/m3 40-50%  (as Cr) 

 Copper dusts & mists   TWA 1 mg/m3 25-33%  (as Cu) Dust & mist. 

       0.2 mg/m3 25-33%  (as Cu) Fume. 

 US. NIOSH: POCKET GUIDE TO CHEMICAL HAZARDS 

 Metals     Type Value  Percent Form 

 Chromium (III) & compounds  TWA 0.5 mg/m3 40-50% (as Cr)  

 Copper dusts & mists   TWA 1 mg/m3 25-33%  (as Cu) Dust & mist. 

  Biological Limit Values No biological exposure limits noted for the ingredients. 

(b) Engineering Controls: Use process enclosures, local exhaust ventilation, or other    

   engineering controls to control airborne levels below recommended  

   exposure limits. 

(c) Individual Protection Measures: 

 Eye/face: Avoid contact with eyes.  Safety glasses or googles. 

 Skin:  Wear suitable protective clothing and plastic gloves. 

   Normal work clothing (long sleeved shirts and long pants) is recommended. 

Respiratory protection:  If engineering controls do not maintain airborne concentrations below  

  recommended exposure limits (where applicable) or to an acceptable level (in  

  countries where exposure limits have not been established), an approved 

respirator must be worn. Use a particulate filter respirator for particulate 

concentrations exceeding the Occupational Exposure Limit. A respiratory  

protection program that meets OSHA's 29 CFR 1910.134 and ANSI Z88.2  

requirements must be followed whenever work place conditions warrant a  

respirator's use. If airborne concentrations are above the  applicable exposure 

limits, use NIOSH approved respiratory  protection. MSHA/NIOSH respirators  

approved for dusts TC-21C or NIOSH approved cartridges for Non-oil aerosols, 

N95, N99, N100 (42 CFR 84). 

Thermal hazards:  Not applicable. 

General hygiene considerations:  Use personal protective equipment as required.  

Handle in accordance with good industrial hygiene and safety practice. 

 

9. Physical and chemical properties  

 
(a) Appearance:    Powder 

(b) Odor:    Odorless 

(c) Odor threshold:   Not applicable 

(d) pH;     7.3 

(e) Melting point/freezing point:  Not applicable 

(f) Initial boiling point and boiling range :Not applicable 

(g) Flash point:    Not applicable 

(h) Evaporation rate:   Not applicable 
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(i) Flammability (solid, gas):  Not applicable 

(j) Upper/lower flammability or explosive limits:Not applicable 

(k) Vapor pressure:   Not applicable 

(l) Vapor density:   No data 

(m) Relative density:   No data 

(n) Solubility(ies):  (water)  Negligible  

(o) Partition coefficient: n-octanol/water: Not applicable 

(p) Auto-ignition temperature:  Not applicable 

(q) Decomposition temperature:  Not applicable 

(r) Viscosity:    Not available 

Specific gravity:   5.5 

Loose packing density:   Not available 

 

10. Stability and reactivity  

 
(a) Reactivity:    Not available. 

(b) Chemical stability;   Stable under normal temperature conditions for    

     recommended use. 

(c) Possibility of hazardous reactions: Hazardous polymerization does not occur. 

(d) Conditions to avoid:   None known. 

(e) Incompatible materials:  None known. 

(f) Hazardous decomposition products: None known. 

 

11. Toxicological information  

 
(a) Acute Toxicity 

 Ingestion: No adverse effects due to ingestion are expected. 

Inhalation: May cause irritation to the respiratory tract.  

 Skin Contact: Material may cause irritation.  

Eye Contact: May irritate eyes. 

(b) Symptoms related to characteristics 

   May be irritating to eyes, skin and respiratory system. 

(c) Effects:  May cause respiratory irritation.  May be irritating to skin and eyes. 

(d) Numerical measures of toxicity. 

Acute toxicity:  May cause respiratory irritation. May be slightly irritating to skin and eyes. 

Components    Species   Test Results 

Copper Chromite Black Spinel (CAS 68186-91-4*)   

 Inhalation-LD50  Rat   >11.1 mg 

 Oral-LD50   Rat   >10000 mg/kg 

Skin corrosion/irritation:  Contact with skin may cause irritation. 

Serious eye damage/eye irritation: May irritate eyes. 

Respiratory or skin sensitization 

 Respiratory sensitization:  No data available. 

 Skin sensitization:   No data available. 

Germ cell mutagenicity:   No data available to indicate product or any components  

     present at greater than 0.1% are mutagenic or genotoxic. 

Carcinogenicity   IARC Monographs. Overall Evaluation of Carcinogenicity 

            Chromium Compound (CAS 7440-47-3)  3 Not classifiable as to 

carcinogenicity to humans. 

Reproductive toxicity:   No data available. 
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Specific target organ toxicity - single exposure:  No data available. 

Specific target organ toxicity -repeated exposure: No data available. 

Aspiration hazard:   No data available. 

Chronic effects:   No data available. 

Further information:   Repeated overexposure to this compound may cause eye, skin and  

    respiratory tract irritation. Some compounds of the metals used in the  

    manufacturing of this material have demonstrated various toxic   

    properties. However, there is no evidence that this material has these 

     toxic characteristics. This product is the result of high temperature  

    calcination of the component substances. Due to its unique   

    crystalline structure the properties of this finished material do not  

    necessarily reflect the properties of the component metals or oxides. 

 

12. Ecological information (Non-mandatory)  

 

Ecotoxicity:  Not expected to be harmful to aquatic organisms.  

Constituents    Species    Test Results 

Chromium Compound (CAS 7440-47-3) 

 Aquatic 

 Crustacea  EC50  Water flea (Daphnia magna)  0.01 - 0.7 mg/l, 48 hours 

 Fish   LC50  Carp (Cyprinus carpio)  14.3 mg/l, 96 hours 

Copper Compounds (CAS 7440-50-8) 

 Aquatic 

 Crustacea  EC50  Water flea (Daphnia magna)  0.036 mg/l, 48 hours 

  Fish   LC50  Fathead minnow  

     (Pimephales promelas)  0.0319 - 0.0544 mg/l, 96 hours 

Persistence and degradability:   The product is not expected to be biodegradable. 

Bioaccumulative potential:  This product does not contain any substances expected to be 

bioaccumulating. 

Mobility in soil:   No data available. 

Mobility in general:  No data available. 

Other adverse effects:  None known. 

 

13. Disposal considerations (Non-mandatory)  

  

Disposal Instructions:  All wastes must be handled in accordance with local, state and   

    federal regulations. 

Hazardous waste code:  Not regulated. 

Waste from residues /Unused products: Dispose of in accordance with local regulations 

Contaminated packaging: Since emptied containers retain product residue, follow label  

    warnings even after container is emptied. 

 

14. Transport information (Non-mandatory)  

 
DOT    Not regulated as dangerous goods. 

IATA    Not regulated as dangerous goods. 

IMDG    Not regulated as dangerous goods. 

Transport in bulk according to Annex II of MARPOL73/78 and the IBC Code:  

    Not available. 
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15. Regulatory information (Non-mandatory)  

 

US federal regulations 

 TSCA Section 12(b) Export Notification (40 CFR 707, Subpt. D):  Not regulated 

 CERCLA Hazardous Substance List (40 CFR 302.4) 

  Chromium Compound (CAS 7440-47-3)     Listed 

  Copper Compounds (CAS 7440-50-8)      Listed 

 US. OSHA Specifically Regulated Substances (29 CFR 1910.1001-1050) Not listed 

Superfund Amendments and Reauthorization Act of 1986 (SARA) 

 Hazard categories  Immediate Hazard - Yes 

    Delayed Hazard -  No 

    Fire Hazard -   No 

    Pressure Hazard -  No 

    Reactivity Hazard -  No 

SARA 302 Extremely hazardous substance:  No 

SARA 311/312 Hazardous chemical:   Yes 

SARA 313 (TRI reporting) 

 Chemical name   CAS number   % by wt. 

 Copper Compounds  7440-50-8   100 

Chromium Compound  7440-47-3   100 

Other federal regulations 

 Clean Air Act (CAA) Section 112 Hazardous Air Pollutants (HAPs) List 

  Chromium Compound (CAS 7440-47-3) 

 Clean Air Act (CAA) Section 112(r) Accidental Release Prevention (40 CFR 68.130):  

Not regulated 

 Safe Drinking Water Act (SDWA):  Not regulated. 

US state regulations 

 US. Massachusetts RTK - Substance List 

  Chromium Compound (CAS 7440-47-3) 

  Copper Compounds (CAS 7440-50-8) 

 US. New Jersey Worker and Community Right-to-Know Act 

  Chromium Compound (CAS 7440-47-3) 500 LBS 

  Copper Compounds (CAS 7440-50-8)   500 LBS 

 US. Pennsylvania RTK - Hazardous Substances 

  Chromium Compound (CAS 7440-47-3) 

  Copper Compounds (CAS 7440-50-8) 

 US. Rhode Island RTK 

  Chromium Compound (CAS 7440-47-3) 

  Copper Compounds (CAS 7440-50-8) 

 US. California Proposition 65:   Not Listed. 

International Inventories 

 Country(s) or region  Inventory name     On inventory (yes/no)* 

 Australia  Australian Inventory of Chemical Substances (AICS)   Yes 

 Canada   Domestic Substances List (DSL)     Yes 

 Canada   Non-Domestic Substances List (NDSL)     No 

 China   Inventory of Existing Chemical Substances in China (IECSC)  Yes 

 Europe   European Inventory of Existing Commercial Chemical     

   Substances (EINECS)      Yes 

 Europe   European List of Notified Chemical Substances (ELINCS)  No 
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 Japan   Inventory of Existing and New Chemical Substances (ENCS)  Yes 

 Korea   Existing Chemicals List (ECL)      Yes 

 New Zealand New Zealand Inventory       Yes 

 Philippines  Philippine Inventory of Chemicals and Chemical Substances    

   (PICCS)       Yes 

 United States & Puerto Rico Toxic Substances Control Act (TSCA) Inventory Yes 

  

 *A "Yes" indicates that all components of this product comply with the inventory requirements  

                              administered by the governing country(s) 

 *A "No" indicates that one or more components of the product are not listed or exempt from  

                              listing on the inventory administered by the governing country(s). 
 
 

16. Other information, including date of preparation or last revision  

 
The date of preparation of the SDS or the last change to it:  September 15, 2016. 

Although the information and recommendations set forth herein (hereinafter “Information”) are presented 

in good faith and believed to be correct as of the date hereof, Masonry Cosmetics, Inc. makes no 

representations as to the completeness or accuracy thereof.  Information is supplied upon the condition 

that the persons receiving same will make their own determination as to its suitability for their purpose 

prior to use.  In no event will Masonry Cosmetics, Inc. be responsible for damages of any nature 

whatsoever resulting from the use of or reliance upon Information. 

NO REPRESENTATIONS OR WARRANTIES, EITHER EXPRESS OR IMPLIED, OF 

MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR OF ANY OTHER NATURE 

ARE MADE HEREUNDER WITH RESPECT TO INFORMATION OR THE PRODUCT TO WHICH 

INFORMATION REFERS. 
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SAFETY DATA SHEET                                               
  

Masonry Cosmetics’ Elixir Solution 
  

 

1. Identification 

 

(a) Product identifier used on the label; Elixir Solution 

(b) Other means of identification;  Elixir, Stainman’s Elixir 

(c) Recommended use of the chemical;  Bonding solution for masonry 

(d) Name, address, and telephone number of the manufacturer, importer, or other responsible party;  

 

Masonry Cosmetics, Inc. 

    3210 Sugar Maple Business Ct. 

South Bend, IN  46628 

888-698-8705 

(e) Emergency phone number:   574-876-3861 

 

2. Hazard(s) identification 

 

(a) Classification of the chemical in accordance with paragraph (d) of §1910.1200;  

    May cause mild eye irritation 

    May cause mild skin irritation 

    May cause respiratory irritation 

 

(b) Signal word, hazard statement(s), symbol(s) and precautionary statement(s) in accordance with 

paragraph (f) of §1910.1200.  

 Signal Word:   Warning 

 Hazard Statement(s)  May cause mild eye irritation 

    May cause mild skin irritation 

    May cause mild respiratory irritation 

  Precautionary statement(s)  

     Keep out of reach of children 

     Suggested to wear protective gloves and safety goggles 

     In case of contact with eyes, rinse carefully with clean water for  

     several minutes.  In relevant cases, take out contact lenses if  

     possible.  Contact doctor if irritation persists. 

     If in contact with skin; wash with soap and water.  If skin  

     irritation persists, contact a doctor. 

     In case of inhalation, bring the affected individual outside into  

     fresh air and make the individual relax in a comfortable position  

     for breathing. 

      

3. Composition/information on ingredients  

 
The specific chemical identity and/or exact percentage (concentration) of composition has been withheld 

as a trade secret.  Water makes up more than half of the mixture.  Its CAS number is 7732-18-5. The other 

ingredient has the properties described in section 2, above. 
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4. First-aid measures  

 
 Eye Contact  Flush the contaminated eye(s) with gently flowing water, holding  

    the eyelids apart, for 15 – 20 minutes.  Obtain medical attention if 

irritation persists 

 Skin Contact  Wash affected skin with running water. If symptoms develop,   

   obtain medical attention. 

 Inhalation  Remove patient from exposure, keep warm and at rest. Obtain   

   medical attention. 

 Ingestion  Never give anything by mouth if the person is rapidly losing  

    consciousness, or is unconscious, or convulsing.  Rinse mouth  

    thoroughly with water.  Do NOT induce vomiting.  Have victim  

    drink two glasses of water.  Obtain medical attention. 

 

5. Fire-fighting measures  

 

This product is not flammable or combustible 
(a) Suitable (and unsuitable) extinguishing media:  carbon dioxide, dry chemical powder and 

appropriate foam for surrounding products. 

(b) Specific hazards arising from the chemical (e.g., nature of any hazardous combustion products):  

Not applicable. Non-combustible, aqueous solution.  

(c) Special protective equipment and precautions for fire-fighters: None. 

 

6. Accidental release measures  

 
(a) Personal precautions, protective equipment, and emergency procedures: Wear suitable protective 

clothing and eye/face protection.   

(b) Methods and materials for containment and cleaning up: Caution – spillages may be slippery. Contain 

spillages with sand, earth or any suitable adsorbent material. Transfer to a container for disposal or 

recover. 

 

7. Handling and storage  

 
(a) Precautions for safe handling: Avoid contact with eyes, skin and clothing.   

    Avoid generation of mist.  

    Provide adequate ventilation.  

    Keep containers closed when not in use 

(b) Conditions for safe storage:  Store in cool, dry, area out of direction sunlight 

    Make sure all containers are properly labeled and not damaged 

 (c) Incompatible materials:  Strong oxidizing materials, strong acids, some metals 

 

8. Exposure controls/personal protection  

 
(a) OSHA permissible exposure limit (PEL), American Conference of Governmental Industrial 

Hygienists (ACGIH) Threshold Limit Value (TLV), and any other exposure limit used or 

recommended by the chemical manufacturer, importer, or employer preparing the safety data sheet, 

where available:   No occupational exposure limit has been assigned.   

 

(b) Controls: Engineering methods to prevent or control exposure are preferred.  Wear suitable 

respiratory protective equipment if exposure to levels above the occupational exposure  

limit is likely. 
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  Eye/face protection:   Suggested safety goggles 

  Skin protection:  Wear suitable protective clothing and plastic gloves. 

 

9. Physical and chemical properties  

 
(a) Appearance;     Liquid. Milky color but dries clear 

(b) Odor:     Odorless 

(c) Odor threshold:    Not determined 

(d) pH;      8.5 – 9.5 

(e) Melting point/freezing point:   Not determined 

(f) Initial boiling point and boiling range: Not determined 

(g) Flash point:     Not determined 

(h) Evaporation rate:    Not determined 

(i) Flammability (solid, gas):   Not determined 

(j) Upper/lower flammability or explosive limits:Not determined 

(k) Vapor pressure:    Not determined 

(l) Vapor density:    Not determined 

(m) Relative density:    Not determined 

(n) Solubility(ies):    Slightly in water 

(o) Partition coefficient: n-octanol/water: Not determined 

(p) Auto-ignition temperature:   Not determined 

(q) Decomposition temperature:   Not determined 

 (r) Viscosity:     Not determined 

 

10. Stability and reactivity  

 
(a) Reactivity:    Not determined. 

(b) Chemical stability;   Stable under recommended storage and handling conditions 

(c) Possibility of hazardous reactions; Hazardous polymerization will not occur  

(d) Conditions to avoid:   Incompatible materials (see Section 7)  

(e) Incompatible materials:  Incompatible materials (see Section 7) 

(f) Hazardous decomposition products: None known 

 

11. Toxicological information  

 

Routes of Exposure: Eye contact, ingestion, inhalation, skin contact 
 

Acute Toxicity 

 Ingestion: All symptoms of acute toxicity are due to high alkalinity. Material may cause  

   irritation or burn to the mouth, throat and stomach.  Symptoms may include  

   nausea 

 Inhalation: Material may cause irritation or burn to the nose, throat and respiratory tract.   

   Symptoms may include burning sensation, sore throat, runny nose, coughing,  

   wheezing, shortness of breath or difficulty breathing  

 Skin Contact: Material may cause irritation 

 Eye Contact: Material may cause mild irritation. Symptoms may include redness, stinging,  

   tearing or pain 

Effects of Long-Term (Chronic) Exposure:  Not determined 

 

 

12. Ecological information (Non-mandatory)  

 

Ecotoxicity:   There is no available data on the product itself 
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Persistence and degradability:   Not determined 

Bioaccumulative potential:  Not determined 

Mobility in soil:   Not determined 

Other adverse effects:   Not determined 

 

13. Disposal considerations (Non-mandatory)  

 

Disposal must be in accordance with National of Local legislation and directives. 

Containers are exclusively for containing the product and must not be utilized for other use. 

Dispose of the contents and containers at a point of refuse collection. 

 

14. Transport information (Non-mandatory)  

 
UN number:    Non-regulated material 

UN Proper Shipping Name:  Non-regulated material  

Transport hazard class(es): Non-regulated material  

Packing group:   Non-regulated material  

Environmental hazards:  Non-regulated material . 

Special precautions for user:  Unsuitable containers: Aluminum 

Transport in bulk:   Not applicable 

Special precautions:  Not applicable 

 

15. Regulatory information (Non-mandatory)  

 
OSHA information:  Reported/Included 

TSCA Inventory Status:  Reported/Included 

AICS Inventory Status:   Reported/Included 

DSL/NDSL Inventory Status:  Reported/Included 

SARA TITLE III:   This material is not a listed Toxic Chemical subject to the reporting 

   requirements of SARA Title III §313 and 40 C.F.R. Part 372.  

Hazard Categories under SARA Title III §§311/312:  Acute. 3,0,0 

National Fire Protection Association (NFPA):  Health =1, Flammability = 0, Instability = 0 

 

16. Other information, including date of preparation or last revision  

 
The date of preparation of the SDS or the last change to it:  October 17, 2015. 

Although the information and recommendations set forth herein (hereinafter “Information”) are presented 

in good faith and believed to be correct as of the date hereof, Masonry Cosmetics, Inc. makes no 

representations as to the completeness or accuracy thereof.  Information is supplied upon the condition 

that the persons receiving same will make their own determination as to its suitability for their purpose 

prior to use.  In no event will Masonry Cosmetics, Inc. be responsible for damages of any nature 

whatsoever resulting from the use of or reliance upon Information. 

NO REPRESENTATIONS OR WARRANTIES, EITHER EXPRESS OR IMPLIED, OF 

MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR OF ANY OTHER NATURE 

ARE MADE HEREUNDER WITH RESPECT TO INFORMATION OR THE PRODUCT TO WHICH 

INFORMATION REFERS. 

 

 



Because the life of our color correction system has exceeded all past research and experience, we hesitate to associate the  

system with any time frame.  However, prudent business practice mandates that we offer the following Lifetime Warranty that 

our color correction system will not peel, crack, blister or flake for the color enhanced brick on the building located at 

This warranty period will commence on            . The warranty shall be activated upon full payment of invoice.

In the event deterioration of the treatment occurs so that the mismatch of brick becomes visible to a casual observer, unless this  

deterioration is the result of a defect in or the result of deterioration of the wall structure or a component thereof, or is a result of 

an act of God, Masonry Cosmetics, Inc. will correct the deterioration through a reapplication of the treatment system to those areas 

of the wall where the treatment has deteriorated for a lifetime period from the date of the completion of the initial application of 

the color correction process.  This warranty shall be transferable to heirs and subsequent purchasers.  This warranty will be void if 

a sealer is applied after our process. 

Again, thank you very much for the opportunity to serve you on this project. 

W A R R A N T Y 

TRANSFERABLE LIFETIME WARRANTY 
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